
NARROW LINEWIDTH LASER

Features Applications

Single cavity design

Narrow line width

Excellent beam quality

High Power combining

Scientific research

Beam combining
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Product Type FFRC-1500-NLW 

 

Optical Parameters 

 

Operating mode Continuous / Modulation 

Output power (W) > 1500 

Polarization state Random 

Power range (%) 10 - 100 

Beam quality M2 < 1.2 

Power stability 25℃ (%) < 2 (2 hours) 

Center wavelength (nm) 1050 < λ < 1090 

Center wavelength deviation (nm) ± 0.25 

Spectral width FWHM (nm) < 1.0 

Maximum modulation frequency (kHz) < 5 

Duty cycle (%) 10 - 100 

Indicated red light power (μW) > 200 

 

Output Cable Parameters 

 

Output method QBH/Bare Fiber Output 

Cable length (m) 5 

Output fiber core diameter (μm) 20 

Fiber optic cable bend radius (mm) 200 

 

Output Cable Parameters 

 

Operating voltage (VAC) 200 - 240, 1PH, 50/60Hz 

Rated power consumption (kW) 5 

Control method Serial communication / AD 

 

Output Cable Parameters 

 

Cooling method Water cooling 

Cooling water set temperature (℃) 25 ± 1 

Overall size (mm) W482 x D550 x H133 (with handle) 
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Dimmensions 

 

 

 

 

 

 

 

 


